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556 HIGH PRESSURE SCHRADER VALVE 3000PSI

Product Code:

556 HIGH PRESSURE SCHRADER VALVE 3000PSI Specifications
H556 Schrader Valve (MAX 3000 psi) High quality, high pressure inflating connector Dimensions  20mm Wide x38mm High x
attaches securely by hand or wrench (11/16") to standard tyre valves and high pressure 40mm Diameter
tank valves. The T-handle can then be used to safely depress the valve pin. Comes with Inlet Fitting 1/8" Male NPT
1/8" Male NPT inlet thread and 7.7 mm (.305"-32) valve thread. Has a core depression ]

. . Operating 0- 3000 psi
pin and copper sealing washer. Pressure

The H-556 is typically used for pressurizing shock struts, accumulators, fire
extinguishers and high pressure applications up to 3000psi.
If you require a JIC male inlet thread see part# H556J

pitstoptools.com.au
Data contained in this document is copyright of Pitstop Tools Pty Ltd, and as such cannot be reproduced or redistributed,
in part or whole, without the expressed permission of Pitstop Tools Pty Ltd. Errors and Omissions Excepted.
Generated on 04-Feb-2026 02:16 AM (Coordinated Universal Time)


mailto:websales@pitstoptools.com.au
https://pitstoptools.com.au/
https://pitstoptools.com.au/h556-556-high-pressure-schrader-valve-3000psi-2
https://pitstoptools.com.au/h556-556-high-pressure-schrader-valve-3000psi-2

	556 HIGH PRESSURE SCHRADER VALVE 3000PSI
	Product Code: H556
	556 HIGH PRESSURE SCHRADER VALVE 3000PSI



